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H.E. WILLIAMS, INC.

IES INDOOR REPORT

PHOTOMETRIC FILENAME : RND-2-L22-835-FXA-DIM-UNV.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST]GEN FROM BALLABS TEST NO. 18641.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC

[ISSUEDATE] 07-OCT-2018
[MANUFAC] WILLIAMS INDOOR

[OTHER] H.E. WILLIAMS,INC - CARTHAGE, MO
[LUMINAIRE] 3-32LED 22"ARRAYS 2x2'RECESSED LUMINAIRE w/WHITE REFL
[MORE] ARRAYS ON WHITE INTERNAL REFLS & 2"DIA WHITE FROST ACRYLIC

[MORE] CONVEX LENS

[LUMCAT] RND-2-L22-835-FXA-DIM-UNV

[LAMPCAT] HLM 80 CRI 3500K CCT

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 2899 2877

55 2618 2665

65 2337 2363

75 1954 1941

85 1360 1333

N.A. (absolute)
N.A. (absolute)
2276

N.A.

80

28.3

1.00

Direct

1.26

1.26

1.36

Circular w/ Sides
1.81 ft (Diameter)
1.81 ft (Diameter)
0.10 ft

Average
90-Deg

2888
2611
2311
1864
1333

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME

: RND-2-L22-835-FXA-DIM-UNV.IES

CANDELA TABULATION
0.0 22.5 45.0 67.5 90.0

0 809.494 809.494 809.494 809.494 809.494
5 811.541 809.494 807.448 807.448 805.401
10 800.284 799.261 796.190 797.214 796.190
15 780.840 780.840 778.793 777.770 777.770
20 753.208 753.208 752.185 751.162 750.138
25 721.484 719.437 720.460 716.367 719.437
30 683.619 678.502 680.548 674.408 680.548
35 636.543 632.449 632.449 627.333 634.496
40 583.327 581.280 579.234 574.117 581.280
45 528.065 527.041 523.971 517.831 526.018
50 464.615 465.638 465.638 464.615 463.592
55 398.095 403.212 405.259 404.235 397.072
60 338.739 338.739 342.833 338.739 333.622
65 274266 272.219 277.336 273.243 271.196
70 211.840 205.700 215.933 209.793 207.746
75 154.531 147.367 153.507 149.414 147.367
80 97.221 94.151 94151 90.058 92.104
85 52.192 50.146 51.169 49.122 51.169
90 22514 21.491 18421 18421 16.374

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : RND-2-L22-835-FXA-DIM-UNV.IES
ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

296.52
627.76
1022.86
1787.04
2218.09
2276.32
2199.53
726.33
1130.44
1035.8
431.05
159.43
58.23
0.00
0.00
0.00
0.00
0.00
0.00
2276.32

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

76.79
219.74
331.23
395.10
404.10
360.08
271.62
159.43
58.23
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

13.00
27.60
44.90
78.50
97.40
100.00
96.60
31.90
49.70
45.50
18.90
7.00
2.60
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : RND-2-L22-835-FXA-DIM-UNV.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : RND-2-L22-835-FXA-DIM-UNV.IES

POLAR GRAPH

60

406

20

Maximum Candela = 811.541 Located At Horizontal Angle = 0, Vertical Angle =5
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.

Page 5



