FENTON, MO 63026
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BALLABS CERTIFIED TEST REPORT NO.: 20488.0 DATE 05/22/18 es
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO £
DESCRIPTION: GEN7 V18 LED 4"TALL HEATSINK 4"RND ADJ DOWNLIGHT @ 25 TILT k&
ACRYLIC NARROW TIR OPTIC & 4"ASYM FLUSH TRIM w/SOLITE LENS 52
ADVANCE # XI050C140V054DSM5 @ 1220 mA =
CATALOG NBR: 4AR-1.40/835-DIM-UNV-L-N-OF-WH (25 DEGREE TILT) g
LAMP TYPE BXRE-35E4000 g<
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0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER g;
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TESTING
NVLAP LAB CODE 200921-0
LUMEN SUMMARY

ZONE LUMENS $LAMP $SFIXT ZONE LUMENS $LAMP SFIXT

0- 30 1634. NA. 46.5 90-120 0. NA. .0

0- 40 2671. NA. 76.1 90-130 0. NA. .0

0- 60 3403. NA. 96.9 90-150 0. NA. 0

0- 90 3511. NA. 100.0 90-180 0. NA. .0

TOTAL LUMINAIRE = 0-180 3511. NA. 100.0

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVIAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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BALLABS CERTIFIED TEST REPORT NO.: 20488.0 DATE 05/22/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 4"TALL HEATSINK 4"RND ADJ DOWNLIGHT @ 25 TILT
ACRYLIC NARROW TIR OPTIC & 4"ASYM FLUSH TRIM w/SOLITE LENS
ADVANCE # XI050C140V054DSM5 @ 1220 mA

CATALOG NBR: 4AR-L40/835-DIM-UNV-L-N-OF-WH (25 DEGREE TILT)

LAMP TYPE : BXRE-35E4000

CANDLEPOWER DISTRIBUTION
0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

HORIZONTAL LUMENS
VERT .0 22.5 45.0 67.5 90.0 112.5 135.0 157.5 180.0 FRONT BACK TOTAL
0 881. 881. 881. 881. 881. 881. 881. 881, 881.
5 2018. 2024. 1568. 1201. 862. 614. 474, 398. 365. 77.0 24.2 101.1
10 3735. 3257. 2402. 1368. 738. 410. 299. 250. 237.
15 5967. 5143. 3090. 1373. 584. 296. 209. 185. 181. 461.8 34.1 495.9
20 8134. 6905, 3477. 1216. 401. 205. 166. 162. 164.
25 9289. 7718. 3389. 936. 276. 156. 147. 153. 160. 1001.4 35.8 1037.2
30 9141. 7359. 2848, 634. 190. 132. 138. 146. 152,
35 7339. 5937. 2042, 401. 134. 118. 129. 143. 155. 995.5 41.1 1036.6
40 5105. 4046. 1246. 232, 103. 107. 126. 147. 160.
45 2992, 2411. 742. 135. 84. 98. 1258, 149, 163. 493.0 47.9 540.8
50 1534. 1217, 359. 93. 74. 94. 121. 148, 164.
55 652. 574. 179. 64. 60. 8l. 106. 133. 150. 143.0 48.0 191.0
60 293. 307. 107. 49. 52. 70. 92. 119. 132.
65 125. 118. 59. 38. 40. 56. 76. 87. 115. 38.5 38.0 76.5
70 70. 57. 35. 24. 27. 41. 58. 76. 85.
75 34. 33. 20. 15. 16. 23. 36. 51. 59. 12.9 19.6 32.4
80 18. 13. 7. 3. 6. 8. 20. 26. 30.
85 1. 0. 0. 0. 0. 0. 0. 0. 3. .0 .0 .0
90 0. 0. 0. 0. 0. 0. 0. 0. 0.

USE .333 FT. AS LENGTH AND .333 FT. AS WIDTH
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BALLABS CERTIFIED TEST REPORT NO.: 20488.0 DATE 05/22/18
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: GEN7 V18 LED 4"TALL HEATSINK 4"RND ADJ DOWNLIGHT @ 25 TILT
ACRYLIC NARROW TIR OPTIC & 4"ASYM FLUSH TRIM w/SOLITE LENS
ADVANCE # XI050C140V054DSM5 @ 1220 mA
CATALOG NBR: 4AR-L40/835-DIM-UNV-L-N-OF-WH (25 DEGREE TILT)
LAMP TYPE : BXRE-35E4000
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

10 .60 .48 .41 .37 .59 .48 .41 .37 .47 .41 .37 .46 .40 .36 .45 .40 .36 .35

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 20488.0 DATE 05/22/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 4"TALL HEATSINK 4"RND ADJ DOWNLIGHT @ 25 TILT
ACRYLIC NARROW TIR OPTIC & 4"ASYM FLUSH TRIM w/SOLITE LENS
ADVANCE # XI050C140V054DSM5 @ 1220 mA

CATALOG NBR: 4AR-L40/835-DIM-UNV-L-N-OF-WH (25 DEGREE TILT)

LAMP TYPE : BXRE-35E4000

hkkhkkhhhhhkhhrhkhkhhhkhhhhhhhhhhhkhhdkhhhrhhhkhhhhkhkkhkkkkkhhkkkkkdhhkkhx k%
ELECTRICAL CHARACTERISTICS 119.98V .4035A 48.2550W
LUMINOUS EFFICACY (LUMENS / WATTS) = 72.8

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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