1618 HEADLAND DR.
FENTON, MO 63026 /A
BIIIIIIINI: AI:IIIISIII:S ¢ I.IEH"NE I.ABIIHMIIMES, [T - sevooos =W\ e Yy

BALLABS CERTIFIED TEST REPORT NO.: 20397.0 DATE 05/17/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V13 LED 6"SHORT HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT
ACRYLIC NARROW TIR OPTIC & 6"OPEN ASYM SEMI-SPEC TRIM
ADVANCE # XI025C070V054DSM5 @ 530mA

CATALOG NBR: 6AR-L20/835-DIM-UNV-O-N-OF-CS (45 DEG TILT)

LAMP TYPE : BXRE-35E2000

T FIELD PERFORMANCE.

AFFEC

0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER
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TESTING
NVLAP LAB CODE 200921-0
LUMEN SUMMARY
ZONE LUMENS $LAMP SFIXT ZONE LUMENS $SLAMP SEIXT
0- 30 340. NA. 16.6 90-120 0. NA. .0
0- 40 835. NA. 40.9 90-130 0. NA. .0
0- 60 2028. NA. 99.2 90-150 0. NA. .0
0- 90 2044. NA. 100.0 90-180 0. NA. .0
TOTAL- LUMINAIRE = 0-180 2044. NA. 100.0

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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BALLARS CERTIFIED TEST REPORT NO.:
PREPARED FOR: H.E. WILLIAMS,

DESCRIPTION: GENY
ACRYLIC NARROW TIR OPTIC & 6"OPEN ASYM SEMI-SPEC TRIM
ADVANCE # XI025C070V054DSM5 @ 530mA

CATALOG NBR:

LAMP TYPE
VERT . 22.
0 654 654.
5 432 421.
10 290 295.
15 400 343.
20 909 587.
25 2233,  1035.
30 5847.  1890.
35 12142.  2925.
40 16696.  4016.
45 18043.  4058.
50 16674.  3119.
55 11211.  1731.
60  4396. 486.
65 878. 66.
70 31,
75 G.
80 0.
85 0.
90 0.
USE

o O © O ©

V13 LED 6"SHORT

BXRE-325E2000

20397.0

INC - CARTHAGE, MO

6AR-1.20/835-DIM-UNV-O-N-OF-CS

CANDLEPOWER DISTRIBUTION
0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

67.

654 .
579,
511.
404.
280.
185.

105.
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HORIZONTAL
90.0 112.5
654. 654 .
643, 680.
572. 579.
376. 358.
227. 220.
152. 150.
107 i12.

84. 89
65. 63.
47. 23.
33, 0.
0. 0.
0. 0.
0. 0.
0. g.
0. 0.
Q. 0.
0. 0.
0. 0.

.500 FT. AS LENGTHE AND

135.0 157.5 180.0

§54.
€98.
601,
269.
231.
154.
107.

Ul
N o«

O O O ©C O O O o O o

.500 FT.
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654. 654.
715. 733.
636. 670.
408 456
241. 252.
150. 150.
80. 77
33. 23
9. 12.
2. 3.
0. 0.
0. 0.
0. 0.
0. 0.
9. 0.
0. 0.
0. 0.
0. 0.
0. 0.
AS WIDTH

DATE 05/17/18

(45 DEG TILT)

FRONT

23.8

52.9

141.2

475.9

797.2

16.5

HEATSINK 6"RND ADJ DOWNLIGHT

LUMENS

BACK

33.3

54.1

34.8

19.2

@ 45 TILT

TOTAL

57.2

107.1

176.0

495.1

390.§6

16.5



BALLABS CERTIFIED TEST REPORT NO.: 2039%97.0 DATE 05/17/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V13 LED 6"SHORT HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT
ACRYLIC NARROW TIR OPTIC & 6"OPEN ASYM SEMI-SPEC TRIM
ADVANCE # XI025C070V054DSM5 @ 530mA

CATALOG NBR: 6AR-L20/835-DIM-UNV-O-N-OF-CS (45 DEG TILT)

LAMP TYPE : BXRE-35E2000

ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

3 96 87 80 75 94 86 79 74 83 77 73 80 76 72 78 74 71 69
4 88 78 70 64 86 76 69 64 74 68 63 72 66 62 70 65 61 59
5 80 69 61 55 78 68 60 54 66 59 54 64 58 53 62 57 53 51

6 .73 .61 .52 .46 .71 .60 .52 .46 .58 .51 .46 .56 .50 .45 .55 .49 .45 .43

7 66 53 44 38 64 52 44 38 .51 43 38 49 43 38 48 42 37 35
8 60 46 37 31 58 45 37 31 44 36 31 42 36 31 41 35 31 29
9 54 40 31 25 52 39 31 25 38 30 25 37 30 25 36 29 25 23
10 .49 .35 .27 .21 .48 .34 .26 .21 .33 .26 .21 .32 .26 .21 .31 .25 .21 .19

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES



BALLABS CERTIFIED TEST REPORT NO.: 20397.0 DATE 05/17/18
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: GEN7 V13 LED 6"SHORT HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT

ACRYLIC NARRCW TIR COPTIC & 6"OPEN ASYM SEMI-SPEC TRIM
ADVANCE # XI025C070V054DSM5 @ 530mA

CATALOG NBR: 6AR-L20/835-DIM-UNV-O-N-OF-CS (45 DEG TILT)

LAMP TYPE

BXRE-35E2000

Ak kkhkrhkhkhdkhhhkdhhkdhkhdrhdhhdhhhddhdr kb hhdhhkhhdrhkddhkrhhhhhkhkdkdhkdkhkddhkrddkhdk

ELECTRICAL CHARACTERISTICS 119.99V .1794A 21.2450W
LUMINOUS EFFICACY (LUMENS / WATTS) = 96.2

TESTED IN ACCCRDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSQOLUTE PHOTCMETRY PER LM-79-08
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