1618 HEADLAND DR.
FENTON, MO 63026 777\
Blllll]mﬂ AI:IIIISTII:S 2 llﬁ"""ﬁ I.AHUHMUHHS, INC. Pt v Y)Y e N

BALLARS CERTIFIED TEST REPORT NO.: 20417.0 DATE 05/15/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 6"TALL HEATSINK 6"RND ADJ DOWNLIGHT @ 25 TILT
ACRYLIC WIDE TIR OPTIC & 6"OPEN ASYM SEMI-SPEC TRIM
ADVANCE # XI050C140V054DSM5 @ 1060mA

CATALOG NBR: 6AR-140/835-DIM-UNV-O-W-OF-CS (25 DEG TILT)

LAMP TYPE : BXRE-35E4000
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TESTING
NVLAP LAB CODE 200921-0
LUMEN SUMMARY

ZONE LUMENS $LAMP SEFIXT ZONE LUMENS $LAMP SFIXT
0- 30 2332. NA. 61.5 90-120 0. NA. .0
0- 490 3282. NA. 86.5 90-130 0. NA. .0
0- 60 3794. NA. 100.0 90-150 0. NA. .0
0- 90 3794. NA. 100.0 90-180 0. NA. .0
TOTAL: LUMINAIRE = 0-180 3794 . NA. 100.0

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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BALLABS CERTIFIED TEST REPORT NO.: 20417.0 DATE 05/15/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 6"TALL HEATSINK 6"RND ADJ DOWNLIGHT @ 25 TIL
ACRYLIC WIDE TIR OPTIC & 6"OPEN ASYM SEMI-SPEC TRIM
ADVANCE # XI050C140V054DSM5 @ 1060mA

CATALOG NBR: 6AR-140/835-DIM-UNV-C-W-OF-CS (25 DEG TILT)

LAMP TYPE : BXRE-35E4000

CANDLEPOWER DISTRIBUTION
0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

HORIZONTAL LUMENS
VERT -G 22.5 45.0 67.8 8¢.0 112.5 135.0 157.5 180.0 FRONT BACK TOTAL
0 477¢. 4779. 4779 . 4779. 4779. 4779. 4773. 4779. 4779.
5 6326. 6224. 5809. 5173. 4363, 3661, 3078. 2647, 2514. 272.0 150.5 422.5
10 6525. 6268. 5769. 4739, 3506. 2442, i742. 1363. 1207.
15 6553. 6064. 5314. 4155. 2584. 1435, 915. 698. 629. 724.2 151.1 875.3
20 6268. 5783. 4963. 3543. 1821, 828, 490. 369. 334.
25 5578. 5422. 4733. 2861. 1095. 443. 271. 215. 200. 958.5 76.1 1034.6
30 5086. 5003. 4305, 2059, 611, 231. 152, 125, 108.
35 4819 . 4727. 3647. 1160. 257. 107. 70. 54. 50 924.5 25.2 949.7
40 4593. 4301. 2301. 401. 125, 41. - 31. 29. 27
45 3432. 2446. 640 104. 28, 17. 15. 17. 17. 493.8 6.5 500.3
50 1055. 502. 75. 22. 0. 6. 9, 9. 9.
55 76. 42, 9. 3. 1. 1. 3. 4. 5. 10.1 1.2 11.3
60 4. 0. 0. 0. 0. 0. 0. 0. 0.
65 1. 0. 0. 0. 0. 0. 0. 0. 0. 1] .0 0
70 o. 0. 0. 0. 0 G. Q. 0. 0.
75 0. 0. 0. 0. Q. 0. 0. 0. 0. 0 -0 0
80 C. 0. 0. 0. 0. 0. 0. 0. 0.
85 0. 0. 0. 0. c. 0. 0. 0. 0. [¢] .0 0
k14 0. 0. 0. 0. 0. 0. 0. 0. 0.

USE .500 FT. AS LENGTH AND .500 FT. AS WIDTH
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BALLABS CERTIFIED TEST REPORT NO.: 20417.0 DATE 05/15/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 6"TALL HEATSINK 6"RND ADJ DOWNLIGHT @ 25 TIL
ACRYLIC WIDE TIR OPTIC & 6"OPEN ASYM SEMI-SPEC TRIM
ADVANCE # XI050C140V054DSM5 @ 1060mA

CATALOG NBR: 6AR-140/835-DIM-UNV-C-W-OF-CS (25 DEG TILT)

LAMP TYPE : BXRE-35E4000

ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 -00

waLL. .70 .s0 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

0 1.19 1.19 1.19 1.19 1.16 1.16 1.16 1.16 1.11 1.11 1.11 1.06 1.06 1.06 1.02 1.02 1.02 1.00

1 1.14 1.11 1.09 1.06 1.11 1.09 1.07 1.05 1.05 1.03 1.02 1.01 1.00 .99 .98 .97 .96 .94

5 92 84 78 74 91 83 78 73 81 76 73 80 75 72 78 74 72 70
6 88 79 73 69 86 78 72 68 76 72 68 75 71 67 74 70 67 65
7 83 74 67 63 82 73 67 63 72 66 63 70 66 62 69 65 62 61

10 .69 .59 .52 .48 .68 .58 .52 .48 .57 .52 .48 .56 .51 .48 .56 .51 .48 .47

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 20417.0 DATE 05/15/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 6"TALL HEATSINK 6"RND ADJ DOWNLIGHT @ 25 TIL
ACRYLIC WIDE TIR OPTIC & 6"OPEN ASYM SEMI-SPEC TRIM
ADVANCE # XI050C140V054DSM5 @ 1060mA

CATALOG NBR: 6AR-L40/835-DIM-UNV-O-W-OF-CS (25 DEG TILT)

LAMP TYPE : BXRE-35E400C

Ak kk kT hhkhhkkkkkkk kA kA hk kb h kA kkF Ik kkkkkhhhkdkkkhkhkhkhkhhkdkkkhhdk k%
ELECTRICAL CHARACTERISTICS 120.05V .3487A 41.7070W
LUMINOUS EFFICACY (LUMENS / WATTS) = 91.0

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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