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BALLABS CERTIFIED TEST REPORT NO.: 20433.0 DATE 05/23/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 6"TALL HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT
ACRYLIC NARROW TIR OPTIC & 6"WHITE ASYM FLUSH TRIM W/SOLITE
LENS ADVANCE # XI050C140V054DSM5 @ 1060mA

CATALOG NBR: 6AR-L40/835-DIM-UNV-L-N-OF-WH (45 DEG TILT)

LAMP TYPE : BXRE-35E4000
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TESTING
NVLAP LAB CODE 200921-0
LUMEN SUMMARY
ZONE LUMENS $LAMP  S$FIXT ZONE LUMENS  %LAMP  $FIXT
0- 30 606 . NA. 19.1 90-120 0. NA. .0
0- 40 1459. NA. 46 .1 90-130 0. NA. .0
0- 60 2860. NA. 90.3 90-150 0. NA. .0
0- 90 3168. NA. 100.0 90-180 0. NA. .0
TOTAL LUMINAIRE = 0-180 3168. NA. 100.0

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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BALLABS CERTIFIED TEST REPORT NO.: 20433.0 DATE 05/23/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 6"TALL HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT
ACRYLIC NARROW TIR OPTIC & 6"WHITE ASYM FLUSH TRIM W/SOLITE
LENS ADVANCE # XI050C140V054DSM5 @ 1060mA

CATALOG NBR: 6AR-L40/835-DIM-UNV-L-N-OF-WH (45 DEG TILT)

LAMP TYPE : BXRE-35E4000

CANDLEPOWER DISTRIBUTION
0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

HORIZONTAL LUMENS
VERT .0 22.5 45.0 67.5 90.0 112.5 135.0 157.5 180.0 FRONT BACK TOTAL
0 342. 342. 342. 342, 342, 342. 342. 342. 342.
5 441. 412. 382. 352. 338. 337. 342. 351. 353, 18.2 16.4 34.6
10 689. 573. 431. 357. 336. 344. 362. 375. 381.
15 1281. 940. 521. 362. 333. 348. 378. 394. 401. 92.2 52.6 144.8
20 2805. 1558. 633. 357. 318. 348. 379. 394. 398.
25 5088, 2636, 738. 337. 304. 338. 363. 371. 375. 344.0 82.1 426.1
30 8054. 3713. 801. 315. 293. 326, 341, 341. 348,
35 10551. 4517. 793. 292. 281. 306. 311. 322. 331. 755.2 98.6 853.8
40 11436. 4616. 718. 259. 262. 277. 300. 323. 337.
45 10228. 3897. 566. 220. 223. 248. 292. 327. 341. 797.1 111.5 908.6
50 7552. 2659. 402. 183. 188. 228. 281. 323. 338.
55 4494. 1557, 271. 141. 153. 201. 258. 299. 315. 380.6 1i2.0 492.6
60 2305. 828. 187. 112, 121. 168. 228. 269. 284.
65 1053. 432. 131. 83. $5. 135. 186. 226. 240. 128.0 89.7 217.7
70 503. 220. 85. 59. €5. 94. 141. 173. 188,
75 186. 110. 56. 37. 41. 63. 95. 117. 132, 3.0 47.6 86.6
80 70. 45. 23. 14. 14. 29. 52. 65. 79.
85 4. 0. 0. 0. 0. 1. 0. 12. 14. .0 3.7 3.7
90 0. 0. 0. 0. o] 0 0 0. 0

USE .500 FT. AS LENGTE AND .500 FT. AS WIDTH
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BALLABS CERTIFIED TEST REPORT NO.: 20433.0 DATE 05/23/18

PREPARED FOR: H.E. WILLIAMS, INC -~ CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 6"TALL HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT
ACRYLIC NARROW TIR OPTIC & 6"WHITE ASYM FLUSH TRIM W/SOLITE
LENS ADVANCE # XT050C140V054DSM5 @ 1060mA

CATALOG NBR: 6AR-1L40/835-DIM-UNV-L-N-OF-WH (45 DEG TILT)

LAMP TYPE : BXRE-35E4000

ZONAL CAVITY CCEFFICIENTS OF UTILIZATION

BEFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .i0 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

5 79 67 58 52 77 65 57 52 63 56 51 61 55 50 60 54 50 48
6 72 59 50 44 70 58 50 44 56 49 44 55 48 43 53 47 43 41
7 65 52 43 37 64 51 43 37 50 42 37 48 41 36 47 41 36 34
8 59 45 37 31 58 45 36 31 43 36 30 42 35 30 41 35 30 28
S 54 40 31 25 52 39 31 25 38 30 25 37 30 25 36 29 25 23
10 .49 .35 .27 .21 .48 .35 .27 .21 .33 .26 .21 .32 .26 .21 .32 .25 .21 .19

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 20433.0 DATE 05/23/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 6"TALL HEATSINK &6"RND ADJ DOWNLIGHT @ 45 TILT
ACRYLIC NARROW TIR OPTIC & 6"WHITE ASYM FLUSH TRIM W/SOLITE
LENS ADVANCE # XI050C140V054DSM5 @ 1060mA

CATALOG NBR: 6AR-L40/835-DIM-UNV-L-N-OF-WH (45 DEG TILT)

LAMP TYPE : BXRE-35E4000

Tk kkhkhhhkhkhkhkhkhkhhkhkhhkkhkkhhkkkkkkkkhhdkhhkhhkhkkh Tk hkkxhkdkd khkkdkkkkkkk*
ELECTRICAL CHARACTERISTICS 120.00V .3467A 41.4380W
LUMINOUS EFFICACY (LUMENS / WATTS) = 76.4

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTCMETRY PER LM-79-08
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