1618 HEADLAND DR.

FENTON, MO 63026 72220\

Buioine Acoustics & LighTing LABORATORIES, INC. kil — Ve

BALLABS CERTIFIED TEST REPORT NO.: 20735.0 DATE 01/23/19

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: BRIDGELUX VERO13 LED 6"RND RECESSED CAST HOUSING DOWNLIGHT
WHITE REFL w/ANGLED MICRO-PRISM GLASS LENS & SEMI-SPEC CONE
ADVANCE #XI036C100V054DSM1 @ 470mA

CATALOG NBR: 6DR-TL-L20/835-DIM-UNV-AWW-OF-CS

LAMP TYPE : BRIDGELUX V13 BXRE-35E2000

0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER
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TESTING
NVLAP LAB CODE 200921-0
LUMEN SUMMARY

ZONE LUMENS SLAMP SFIXT ZONE LUMENS $LAMP SFIXT
0- 30 675. NA. 64.2 90-120 0. NA. .0
0- 40 805. NA. 76.7 50-130 0. NA. .0
0- 60 1003. NA. 95.4 90-150 0. NA. .0
0- S0 1050. NA. 100.0 90-180 0. NA. .0

TOTAL: LUMINAIRE = 0-180 1050. NA. 100.0

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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BALLABS CERTIFIED TEST REPORT NO.: 20735.0 DATE 01/23/19

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: BRIDGELUX VERO13 LED 6"RND RECESSED CAST HOUSING DOWNLIGHT
WHITE REFL w/ANGLED MICRO-PRISM GLASS LENS & SEMI-SPEC CONE
ADVANCE #XI036C100V054DSM1 @ 470mA

CATALOG NBR: 6DR-TL-120/835-DIM-UNV-AWW-OF-CS

LAMP TYPE : BRIDGELUX V13 BXRE-35E2000

CANDLEPOWER DISTRIBUTION
0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

HORIZONTAL LUMENS
VERT .0 22.5 45.0 67.5 %0.0 112.5 135.0 157.5 180.0 FRONT BACK TOTAL
0 941. 941. 941. 941. 941. 941. 941. 941. 941.
5 988. 993. 988. 968. 953. 947, 928. 901. 896. 46.8 44.1 90.9
10 1022, 1024, 995. 962. 944. 927. 918. 868. 887.
15 1032. 1018. 980. 949. 929, 898, 901. 845. 865. 139.4 123.5 262.8
20 979. 944. 973. 965. 957. 898. 867. 828. 837.
25 603. 648. 726. 717. 753. 740. 673. 668. 668. 157.9 162.9 320.8
30 284. 298, 313. 321. 334. 393. 395. 380. 377.
35 222, 216. 212. 208. 204. 200. 210. 209. 196. 66.6 64.2 130.8
40 220. 214. 202, 186. 170. 152. 143. 135. 130.
45 213. 205. 192, 174. 154. 129. 105. 93. 84. 73.5 42.9 116.4
50 189. 183. 172. 154. 127. 99. 75. 63. 56.
55 154. 144. 133. 117. 91. 66. 45. 34. 31. 58.5 22.3 80.8
60 118. 111. 97. 79. 56. 39. 26. 17. 14.
65 85. 78. 68. 51. 32. 17. 9. 3. 3. 31.9 5.1 37.0
70 52. 53. 41. 26. 14. 3. 0.> 0. 0.
75 35. 29, 22. 12. 5. 0. 0. 0. 0. 10.9 .0 10.9
80 14. 11. 6. 3. 0. 0. 0. 0. 0.
85 0. 0. 0. 0. 0. 0. 0 .0 0
30 0. 0. 0. 0. 0. 0. 0.

USE .469 FT. AS LENGTH AND .469 FT. AS WIDTH
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BALLABS CERTIFIED TEST REPORT NO.: 20735.0 DATE 01/23/19
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: BRIDGELUX VERO13 LED 6"RND RECESSED CAST HOUSING DOWNLIGHT
WHITE REFL w/ANGLED MICRO-PRISM GLASS LENS & SEMI-SPEC CONE
ADVANCE #XT036C100V054DSM1 @ 470mA
CATALOG NBR: 6DR-TL-L20/835-DIM-UNV-AWW-OF-CS
LAMP TYPE : BRIDGELUX V13 BXRE-35E2000
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

wALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

1 1,13 1.10 1.08 1.05 1.11 1.08 1.06 1.03 1.04 1.02 1.00 1.00 .99 .97 .97 .96 .95 .93

10 .67 .56 .50 .46 .66 .56 .50 .45 .55 .49 .45 .54 .49 .45 .53 .48 .45 .44

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES

Page 3 of 4



BALLABS CERTIFIED TEST REPORT NO.: 20735.0 DATE 01/23/19

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: BRIDGELUX VERO13 LED 6"RND RECESSED CAST HOUSING DOWNLIGHT
WHITE REFL w/ANGLED MICRO-PRISM GLASS LENS & SEMI-SPEC CONE
ADVANCE #XI036C100V054DSM1 @ 470mA

CATALOG NBR: 6DR-TL-L20/835-DIM-UNV-AWW-OF-CS

LAMP TYPE : BRIDGELUX V13 BXRE-35E2000

dkhkhhhkhkhhhkhdhhkhhkhhhhkhhhhhkhhhhhhhhhkhhhhkhhhdhhhhhkhhdhkhkkhhkhrkhhhhhhhhx
ELECTRICAL CHARACTERISTICS 120.04V .1611A 19.1650W
LUMINOUS EFFICACY (LUMENS / WATTS) = 54.8

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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