@iams

H.E. WILLIAMS, INC.

IES INDOOR REPORT

PHOTOMETRIC FILENAME : 75R-4-L65-940-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] GEN FROM BALLABS TEST NO. 19750.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC

[ISSUEDATE] 28-FEB-2020
[MANUFAC] WILLIAMS INDOOR

[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO
[LUMINAIRE] 2-56 LED 22"ARRAYS 4' STRIP LUMINAIRE
[MORE] WHITE REFLECTOR w/FROSTED ACRYLIC ROUND LENS

[LUMCAT] 75R-4-L65-940-DIM-UNV
[LAMPCAT] HLM 90 CRI 4000K CCT
[ SEARCH_SOURCETYPE] LED

[ SEARCH_APPLICATION] Indoor, Commercial, Industrial, Manufacturing, Utility, Warehouse, Linear
[ SEARCH_MOUNTING] Surface, Suspended

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 19772 16718
55 16318 14307
65 13439 12017
75 9081 9874

85 5328 8481

N.A. (absolute)
N.A. (absolute)
5654

N.A.

118

48

1.00

Direct

1.22

1.28

1.36
Rectangular w/Sides
3.72 ft

0.21 ft

0.10 ft

Average
90-Deg

16688
14692
12377
10141
8316

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : 75R-4-L65-940-DIM-UNV_.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0
0 1810.905 1810.905 1810.905 1810.905 1810.905
5 1830.786 1803.990 1804.854 1800.532 1782.380
10 1800.532 1778.058 1782.380 1779.787 1763.363
15 1747.804 1731.381 1743.482 1748.669 1731.381
20 1668.280 1663.958 1684.703 1693.347 1682.975
25 1574.925 1580.976 1610.366 1630.247 1622.467
30 1467.741 1476.385 1526.519 1556.773 1555.044
35 1837.217 1352.776 1425.385 1467.741 1473.791
40 1198.050 1209.287 1300.913 1364.878 1379.572
45 1033.815 1062.340 1167.796 1252.507 1273.252
50 863.529 909.342 1038.137 1130.627 1156.559
55 700.159 759.802 905.020 1001.832 1039.001
60 563.585 618.906 777.090 873.902 912.800
65 433.061 493.569 657.804 745972 779.683
70 303.402 384.655 544.568 621.499 654.346
75 186.709 290.436 439.976 512.586 541.111
80 103.727 200.539 350.944 418.367 436.519
85 44.084 138.303 280.064 337.978 350.079
90 6.051 95.083 216.963 267.962 284.386
95 0.864 64.830 173.743 212.641 229.929
100 0.000 42.355 134.845 173.743 187.573
105 0.000 30.254 104.592 141.761 152.998
110 0.000 20.745 80.389 115.829 125.337
115 0.000 17.288 65.694 96.812 103.727
120 0.000 12.966 50.135 79.524 86.439
125 0.000 7.780 37.169 63.101  70.880
130 0.000 5.186 26.796 49.270 56.186
135 0.000 2.593 19.881 38.898 44.084
140 0.000 2.593 13.830 30.254 34.576
145 0.000 0.000 8.644 19.017 24.203
150 0.000 0.000 6.051 13.830 17.288
155 0.000 0.000 4.322 6.915 11.237
160 0.000 0.000 1.729 5.186 6.051
165 0.000 0.000 0.000 1.729 2.593
170 0.000 0.000 0.000 0.000 0.000
175 0.000 0.000 0.000 0.000 0.000
180 0.000 0.000 0.000 0.000 0.000
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES INDOOR REPORT

PHOTOMETRIC FILENAME : 75R-4-L65-940-DIM-UNV_.IES
ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

662.20
1401.88
2284.55
3971.53
5021.55
5285.45
5114.01
1622.35
2516.71
2308.93
1050.02
428.07
263.91
251.85
309.59
342.36
365.76
368.21
116.36
5653.66

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

171.45
490.75
739.68
882.67
894.36
792.62
621.95
428.07
263.91
157.13
94.72
57.74
32.77
16.56
6.84
2.14
0.31
0.00

%Fixt

11.70
24.80
40.40
70.20
88.80
93.50
90.50
28.70
44.50
40.80
18.60
7.60
4.70
4.50
5.50
6.10
6.50
6.50
2.10
100.00

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : 75R-4-L65-940-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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RwW
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Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : 75R-4-L65-940-DIM-UNV_.IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50
Walls 50 30 50

Floor Cavity 20 20 20

Room Size UGR Viewed Crosswise

X=2H Y=2H 188 20.3 19.2
3H 200 213 204
4H 20.3 216 20.8
6H 205 217 21.0
8H 205 216 21.0
12H 205 216 21.0

4H 2H 19.8 211 20.3
3H 213 224 21.8
4H 217 227 223
6H 220 229 226
8H 221 229 226
12H 221 228 227

8H 4H 225 233 23.1
6H 23.0 23.7 23.6
8H 231 23.7 237
12H 232 23.8 2338

12H  4H 227 234 233
6H 23.3 239 239
8H 235 2414 2441

Maximum UGR = 31.1

50
30
20

20.7
21.8
221
22.2
22.2
221

21.6
22.9
23.3
23.4
23.5
23.4

23.9
243
244
244

24.0
245
247

30

20

21.2
22.3
22.6
22.7
22.7
22.7

221
23.4
23.9
241
241
241

245
249
25.0
25.1

247
25.2
254

70 70 50
50 30 50
20 20 20
UGR Viewed Endwise
222 237 226
244 257 248
254 267 259
26.4 276 27.0
27.0 28.1 27.5
275 28.6 28.1
225 238 23.0
249 260 254
26.1 27.1 26.6
27.3 282 279
279 28.8 28.5
28.6 294 29.2
26.3 27.1 26.8
276 28.3 28.2
28.4 29.0 29.0
29.2 298 29.8
262 270 26.8
277 28.3 28.3
28.4 29.0 29.1

50
30
20

241
26.2
27.2
28.1
28.6
29.1

243
26.5
27.6
28.8
29.3
30.0

27.6
28.9
29.6
30.4

27.6
28.9
29.6

30
30
20

24.6
26.7
27.7
28.7
29.2
29.7

24.8
271
28.2
294
29.9
30.6

28.3
29.5
30.3
31.1

28.2
29.6
30.3

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : 75R-4-L65-940-DIM-UNV_.IES

POLAR GRAPH

13

915

45

Maximum Candela = 1830.786 Located At Horizontal Angle = 0, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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