
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L15-850-0-D-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] GEN FROM BALLABS TEST NO.  19927.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC
[ISSUEDATE] 2023-07-14
[MANUFAC] WILLIAMS INDOOR
[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836
[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 0 DEGREE
[MORE] WITH FROSTED ACRYLIC LENS
[LUMCAT] CX-3-08-L15-850-0-D-DIM-UNV
[LAMPCAT] 22 INCH LED ARRAYS
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM
[_SEARCH_MOUNTING] COVE

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 5989
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 124
Total Luminaire Watts 48.4
Ballast Factor 1.00
CIE Type Indirect
Spacing Criterion (0-180) N.A.
Spacing Criterion (90-270) N.A.
Spacing Criterion (Diagonal) N.A.
Basic Luminous Shape Rectangular
Luminous Length (0-180) 0.22 ft
Luminous Width (90-270) 3.69 ft
Luminous Height 0.00 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 0 0 0
55 0 0 0
65 0 0 0
75 0 0 0
85 0 0 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L15-850-0-D-DIM-UNV_.IES

CANDELA TABULATION

 0.0  22.5  45.0  67.5  90.0  112.5  135.0  157.5  180.0
0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
95 3.091 4.636 17.000 98.908 115.908 118.999 108.181 108.181 111.272
100 78.817 117.453 166.907 251.907 287.452 267.361 248.816 251.907 261.179
105 316.815 356.996 366.269 417.269 449.723 454.359 426.541 421.905 426.541
110 534.722 531.631 545.540 584.176 591.903 645.994 615.085 599.630 585.721
115 675.357 692.357 713.993 727.902 743.356 822.174 777.356 764.992 757.265
120 836.083 851.537 879.355 893.264 913.354 984.445 945.809 942.718 921.082
125 995.263 1018.444 1032.353 1064.807 1087.989 1121.989 1117.352 1111.171 1081.807
130 1151.352 1199.261 1194.624 1230.169 1248.715 1281.169 1282.714 1279.623 1239.442
135 1290.442 1353.805 1339.896 1384.713 1407.895 1444.985 1426.440 1441.895 1398.622
140 1431.077 1486.712 1489.803 1522.257 1548.530 1594.893 1574.802 1567.075 1548.530
145 1557.803 1599.529 1618.075 1642.802 1673.710 1721.619 1703.074 1678.347 1686.074
150 1673.710 1727.801 1737.073 1758.710 1792.709 1857.618 1826.709 1788.073 1817.436
155 1800.436 1848.345 1852.981 1863.799 1905.526 1965.798 1934.890 1891.617 1917.890
160 1899.345 1950.344 1941.071 1947.253 1992.071 2043.070 2018.343 1968.889 1985.889
165 1967.344 2033.798 2026.071 2018.343 2058.525 2100.252 2075.525 2026.071 2035.343
170 2012.162 2073.979 2073.979 2069.343 2106.433 2138.888 2114.161 2050.798 2058.525
175 2018.343 2094.070 2104.888 2101.797 2138.888 2165.160 2135.797 2053.888 2056.979
180 2098.706 2098.706 2098.706 2098.706 2098.706 2098.706 2098.706 2098.706 2098.706
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L15-850-0-D-DIM-UNV_.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 0.00 N.A. 0.00
0-30 0.00 N.A. 0.00
0-40 0.00 N.A. 0.00
0-60 0.00 N.A. 0.00
0-80 0.00 N.A. 0.00
0-90 0.00 N.A. 0.00
10-90 0.00 N.A. 0.00
20-40 0.00 N.A. 0.00
20-50 0.00 N.A. 0.00
40-70 0.00 N.A. 0.00
60-80 0.00 N.A. 0.00
70-80 0.00 N.A. 0.00
80-90 0.00 N.A. 0.00
90-110 530.24 N.A. 8.90
90-120 1269.33 N.A. 21.20
90-130 2231.14 N.A. 37.30
90-150 4343.55 N.A. 72.50
90-180 5989.25 N.A. 100.00
110-180  5459.00 N.A. 91.10
0-180 5989.25 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 0.00
10-20 0.00
20-30 0.00
30-40 0.00
40-50 0.00
50-60 0.00
60-70 0.00
70-80 0.00
80-90 0.00
90-100 102.73
100-110 427.51
110-120 739.09
120-130 961.81
130-140 1073.84
140-150 1038.57
150-160 869.83
160-170 575.85
170-180 200.02
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L15-850-0-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 95 95 95 95 81 81 81 81 56 56 56 32 32 32 10 10 10 0
1 87 83 79 76 74 71 68 65 48 47 45 28 27 26 9 9 8 0
2 79 72 66 62 67 62 57 53 42 40 37 24 23 22 8 7 7 0
3 72 63 56 51 61 54 49 44 37 34 31 21 20 18 7 6 6 0
4 65 56 48 43 56 48 42 37 33 29 26 19 17 16 6 6 5 0
5 60 49 42 36 51 42 36 32 29 25 22 17 15 13 5 5 4 0
6 55 44 36 31 47 38 32 27 26 22 19 15 13 11 5 4 4 0
7 50 39 32 27 43 34 28 23 23 19 17 14 11 10 4 4 3 0
8 47 35 28 23 40 30 24 20 21 17 14 12 10 9 4 3 3 0
9 43 32 25 20 37 28 22 18 19 15 13 11 9 8 4 3 3 0
10 40 29 22 18 34 25 19 16 17 14 11 10 8 7 3 3 2 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L15-850-0-D-DIM-UNV_.IES

POLAR GRAPH
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Maximum Candela = 2165.16   Located At Horizontal Angle = 112.5, Vertical Angle = 175
# 1 - Vertical Plane Through Horizontal Angles (112.5 - 292.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (175) (Through Max. Cd.)
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