
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L6-830-25-D-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] GEN FROM BALLABS TEST NO.  19929.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC
[ISSUEDATE] 2023-07-17
[MANUFAC] WILLIAMS INDOOR
[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836
[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 25DEG
[MORE] WITH FROSTED ACRYLIC LENS
[LUMCAT] CX-3-08-L6-830-25-D-DIM-UNV
[LAMPCAT] 22 INCH HLM LED ARRAYS
[_SEARCH_SOURCETYPE] LED
[_SOURCE_ APPLICATION] INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM
[_SEARCH_MOUNTING] COVE

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 2187
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 121
Total Luminaire Watts 18.04
Ballast Factor 1.00
CIE Type Indirect
Spacing Criterion (0-180) N.A.
Spacing Criterion (90-270) N.A.
Spacing Criterion (Diagonal) N.A.
Basic Luminous Shape Rectangular w/Sides
Luminous Length (0-180) 0.22 ft
Luminous Width (90-270) 3.69 ft
Luminous Height 0.08 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 0 0 0
55 0 0 0
65 0 0 0
75 0 0 0
85 0 0 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L6-830-25-D-DIM-UNV_.IES

CANDELA TABULATION

 0.0  22.5  45.0  67.5  90.0  112.5  135.0  157.5  180.0
0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
95 71.517 74.950 70.945 96.691 41.194 12.015 10.871 6.294 3.433
100 155.049 164.204 170.497 168.781 97.263 39.478 22.313 21.741 18.308
105 243.731 267.761 282.064 230.572 161.343 104.129 39.478 32.612 32.040
110 342.139 372.462 364.452 289.502 220.845 176.219 88.109 50.348 37.189
115 443.407 466.293 434.253 350.721 271.766 213.980 153.333 104.129 60.074
120 531.516 537.238 494.327 409.651 326.691 264.328 209.975 165.920 116.716
125 595.596 589.874 550.969 462.288 377.039 319.253 290.646 227.139 180.796
130 646.516 640.223 595.596 510.919 433.109 379.328 343.855 294.079 246.019
135 686.566 683.133 631.068 556.690 489.750 439.974 386.193 378.183 308.955
140 718.605 716.889 670.546 599.601 549.253 490.322 438.258 403.357 398.780
145 739.202 740.919 698.008 636.790 593.879 536.666 491.467 446.268 422.238
150 754.650 758.655 723.183 668.829 634.501 580.720 540.670 496.044 474.875
155 761.516 770.098 743.207 694.576 669.974 625.919 583.009 544.103 525.223
160 760.371 774.675 756.939 720.894 698.008 668.829 628.780 590.446 571.566
165 754.078 772.386 758.655 735.770 720.894 702.586 671.118 633.929 612.760
170 740.347 760.944 755.222 740.347 736.342 730.048 706.591 672.262 649.377
175 711.740 739.775 746.068 736.342 745.496 747.784 735.770 699.725 685.994
180 727.187 727.187 727.187 727.187 727.187 727.187 727.187 727.187 727.187
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L6-830-25-D-DIM-UNV_.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 0.00 N.A. 0.00
0-30 0.00 N.A. 0.00
0-40 0.00 N.A. 0.00
0-60 0.00 N.A. 0.00
0-80 0.00 N.A. 0.00
0-90 0.00 N.A. 0.00
10-90 0.00 N.A. 0.00
20-40 0.00 N.A. 0.00
20-50 0.00 N.A. 0.00
40-70 0.00 N.A. 0.00
60-80 0.00 N.A. 0.00
70-80 0.00 N.A. 0.00
80-90 0.00 N.A. 0.00
90-110 216.13 N.A. 9.90
90-120 493.95 N.A. 22.60
90-130 851.66 N.A. 38.90
90-150 1612.97 N.A. 73.80
90-180 2186.9 N.A. 100.00
110-180 1970.76 N.A. 90.10
0-180 2186.9 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 0.00
10-20 0.00
20-30 0.00
30-40 0.00
40-50 0.00
50-60 0.00
60-70 0.00
70-80 0.00
80-90 0.00
90-100 50.08
100-110 166.05
110-120 277.82
120-130 357.70
130-140 391.13
140-150 370.18
150-160 304.11
160-170 200.30
170-180 69.51
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L6-830-25-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 95 95 95 95 81 81 81 81 56 56 56 32 32 32 10 10 10 0
1 87 83 79 76 74 71 68 65 48 47 45 28 27 26 9 9 8 0
2 79 72 66 62 67 62 57 53 42 40 37 24 23 22 8 7 7 0
3 72 63 56 51 61 54 49 44 37 34 31 21 20 18 7 6 6 0
4 65 56 48 43 56 48 42 37 33 29 26 19 17 16 6 6 5 0
5 60 49 42 36 51 42 36 32 29 25 22 17 15 13 5 5 4 0
6 55 44 36 31 47 38 32 27 26 22 19 15 13 11 5 4 4 0
7 50 39 32 27 43 34 28 23 23 19 17 14 11 10 4 4 3 0
8 47 35 28 23 40 30 24 20 21 17 14 12 10 9 4 3 3 0
9 43 32 25 20 37 28 22 18 19 15 13 11 9 8 4 3 3 0
10 40 29 22 18 34 25 19 16 17 14 11 10 8 7 3 3 2 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L6-830-25-D-DIM-UNV_.IES

POLAR GRAPH
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Maximum Candela = 774.675   Located At Horizontal Angle = 22.5, Vertical Angle = 160
# 1 - Vertical Plane Through Horizontal Angles (22.5 - 202.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (160) (Through Max. Cd.)
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