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H.E. WILLIAMS, INC.

IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L10-827-25-D-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] GEN FROM BALLABS TEST NO. 19929.0

[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC
[ISSUEDATE] 2023-07-17

[MANUFAC] WILLIAMS INDOOR

[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836

[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 25DEG

[MORE] WITH FROSTED ACRYLIC LENS

[LUMCAT] CX-3-08-L10-827-25-D-DIM-UNV

[LAMPCAT] 22 INCH HLM LED ARRAYS

[ SEARCH_SOURCETYPE] LED

[ SOURCE_ APPLICATION] INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM

[ SEARCH_MOUNTING] COVE

CHARACTERISTICS

Lumens Per Lamp
Total Lamp Lumens

N.A. (absolute)
N.A. (absolute)

Luminaire Lumens 3581
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 120
Total Luminaire Watts 29.9
Ballast Factor 1.00
CIE Type Indirect
Spacing Criterion (0-180) N.A.
Spacing Criterion (90-270) N.A.
Spacing Criterion (Diagonal) N.A.
Basic Luminous Shape Rectangular w/Sides
Luminous Length (0-180) 0.22 ft
Luminous Width (90-270) 3.69 ft
Luminous Height 0.08 ft
LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg
45 0 0 0

55 0 0 0

65 0 0 0

75 0 0 0

85 0 0 0

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L10-827-25-D-DIM-UNV_.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0
0 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000
95 117113 122.735 116.176 158.337 67.457
100 253.901 268.892 279.198 276.387 159.274
105 399.122 438.472 461.894 377.573 264.207
110 560.269 609.925 596.809 474.074 361.645
115 726.102 763.578 711.111 574.323 445.030
120 870.385 879.754 809.486 670.824 534.973
125 975.318 965.949 902.240 757.020 617.421
130 1058.703 1048.397 975.318 836.656 709.237
135 1124.286 1118.665 1033.407 911.609 801.991
140 1176.753 1173.942 1098.053 981.877 899.429
145 1210.482 1213.292 1143.024 1042.776 972.508
150 1235.778 1242.336 1184.248 1095.242 1039.028
155 1247.021 1261.075 1217.040 1137.403 1097.116
160 1245.147 1268.570 1239.526 1180.501 1143.024
165 1234.841 1264.822 1242.336 1204.860 1180.501
170 1212.355 1246.084 1236.715 1212.355 1205.797
175 1165.510 1211.419 1221.725 1205.797 1220.788
180 1190.807 1190.807 1190.807 1190.807 1190.807

112.5 135.0 157.5 180.0
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
19.675 17.801 10.306 5.621
64.646 36.539 35.602 29.981
170.517 64.646 53.404 52.467
288.567 144.283 82.448 60.899
350.403 251.091 170.517 98.375
432.850 343.844 271.703 191.129
522.793 475.948 371.951 296.062
621.168 563.080 481.569 402.869
720.480 632.411 619.294 505.929
802.928 717.669 660.518 653.023
878.817 804.802 730.786 691.436
950.959 885.376 812.297 777.631
1024.974 954.707 890.997 860.079
1095.242 1029.659 966.886 935.968
1150.520 1098.990 1038.091 1003.426
1195.491 1157.078 1100.864 1063.388
1224.535 1204.860 1145.835 1123.349
1190.807 1190.807 1190.807 1190.807

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : CX-3-08-L10-827-25-D-DIM-UNV_.IES
ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
353.93
808.87
1394.63
2641.32
3581.15
3227.22
3581.15

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
82.01
271.92
454.94
585.76
640.50
606.19
498.00
328.00
113.83

%Fixt

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
9.90
22.60
38.90
73.80
100.00
90.10
100.00

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : CX-3-08-L10-827-25-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L10-827-25-D-DIM-UNV_.IES

POLAR GRAPH

126

95

634

31

Maximum Candela = 1268.57 Located At Horizontal Angle = 22.5, Vertical Angle = 160
# 1 - Vertical Plane Through Horizontal Angles (22.5 - 202.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (160) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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