
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L8-850-25-D-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] GEN FROM BALLABS TEST NO.  19929.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC
[ISSUEDATE] 2023-07-17
[MANUFAC] WILLIAMS INDOOR
[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836
[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 25DEG
[MORE] WITH FROSTED ACRYLIC LENS
[LUMCAT] CX-3-08-L8-850-25-D-DIM-UNV
[LAMPCAT] 22 INCH HLM LED ARRAYS
[_SEARCH_SOURCETYPE] LED
[_SOURCE_ APPLICATION] INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM
[_SEARCH_MOUNTING] COVE

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 3181
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 129
Total Luminaire Watts 24.64
Ballast Factor 1.00
CIE Type Indirect
Spacing Criterion (0-180) N.A.
Spacing Criterion (90-270) N.A.
Spacing Criterion (Diagonal) N.A.
Basic Luminous Shape Rectangular w/Sides
Luminous Length (0-180) 0.22 ft
Luminous Width (90-270) 3.69 ft
Luminous Height 0.08 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 0 0 0
55 0 0 0
65 0 0 0
75 0 0 0
85 0 0 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L8-850-25-D-DIM-UNV_.IES

CANDELA TABULATION

 0.0  22.5  45.0  67.5  90.0  112.5  135.0  157.5  180.0
0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
95 104.031 109.024 103.199 140.650 59.922 17.477 15.813 9.155 4.993
100 225.539 238.855 248.010 245.513 141.482 57.425 32.458 31.625 26.632
105 354.537 389.492 410.298 335.396 234.694 151.469 57.425 47.438 46.606
110 497.684 541.793 530.141 421.117 321.247 256.332 128.166 73.238 54.096
115 644.991 678.281 631.675 510.167 395.317 311.260 223.042 151.469 87.386
120 773.157 781.480 719.061 595.889 475.213 384.498 305.435 241.352 169.778
125 866.369 858.047 801.454 672.456 548.451 464.394 422.781 330.402 262.990
130 940.439 931.284 866.369 743.197 630.011 551.780 500.180 427.775 357.866
135 998.696 993.703 917.968 809.776 712.403 639.998 561.767 550.115 449.413
140 1045.302 1042.806 975.394 872.195 798.957 713.236 637.501 586.734 580.076
145 1075.263 1077.760 1015.341 926.291 863.872 780.648 714.900 649.153 614.198
150 1097.734 1103.560 1051.960 972.897 922.962 844.731 786.473 721.558 690.765
155 1107.721 1120.204 1081.089 1010.348 974.561 910.478 848.060 791.467 764.003
160 1106.056 1126.862 1101.063 1048.631 1015.341 972.897 914.639 858.879 831.415
165 1096.902 1123.533 1103.560 1070.270 1048.631 1021.999 976.226 922.130 891.337
170 1076.928 1106.889 1098.566 1076.928 1071.102 1061.947 1027.825 977.890 944.600
175 1035.315 1076.095 1085.250 1071.102 1084.418 1087.747 1070.270 1017.838 997.864
180 1057.786 1057.786 1057.786 1057.786 1057.786 1057.786 1057.786 1057.786 1057.786
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L8-850-25-D-DIM-UNV_.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 0.00 N.A. 0.00
0-30 0.00 N.A. 0.00
0-40 0.00 N.A. 0.00
0-60 0.00 N.A. 0.00
0-80 0.00 N.A. 0.00
0-90 0.00 N.A. 0.00
10-90 0.00 N.A. 0.00
20-40 0.00 N.A. 0.00
20-50 0.00 N.A. 0.00
40-70 0.00 N.A. 0.00
60-80 0.00 N.A. 0.00
70-80 0.00 N.A. 0.00
80-90 0.00 N.A. 0.00
90-110 314.39 N.A. 9.90
90-120 718.52 N.A. 22.60
90-130 1238.84 N.A. 38.90
90-150 2346.27 N.A. 73.80
90-180 3181.12 N.A. 100.00
110-180 2866.72 N.A. 90.10
0-180 3181.12 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 0.00
10-20 0.00
20-30 0.00
30-40 0.00
40-50 0.00
50-60 0.00
60-70 0.00
70-80 0.00
80-90 0.00
90-100 72.85
100-110 241.54
110-120 404.12
120-130 520.32
130-140 568.95
140-150 538.48
150-160 442.37
160-170 291.36
170-180 101.12
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L8-850-25-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 95 95 95 95 81 81 81 81 56 56 56 32 32 32 10 10 10 0
1 87 83 79 76 74 71 68 65 48 47 45 28 27 26 9 9 8 0
2 79 72 66 62 67 62 57 53 42 40 37 24 23 22 8 7 7 0
3 72 63 56 51 61 54 49 44 37 34 31 21 20 18 7 6 6 0
4 65 56 48 43 56 48 42 37 33 29 26 19 17 16 6 6 5 0
5 60 49 42 36 51 42 36 32 29 25 22 17 15 13 5 5 4 0
6 55 44 36 31 47 38 32 27 26 22 19 15 13 11 5 4 4 0
7 50 39 32 27 43 34 28 23 23 19 17 14 11 10 4 4 3 0
8 47 35 28 23 40 30 24 20 21 17 14 12 10 9 4 3 3 0
9 43 32 25 20 37 28 22 18 19 15 13 11 9 8 4 3 3 0
10 40 29 22 18 34 25 19 16 17 14 11 10 8 7 3 3 2 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L8-850-25-D-DIM-UNV_.IES

POLAR GRAPH
 

282

563

845

1127

1

2

Maximum Candela = 1126.862   Located At Horizontal Angle = 22.5, Vertical Angle = 160
# 1 - Vertical Plane Through Horizontal Angles (22.5 - 202.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (160) (Through Max. Cd.)
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