
1618 HEADLAND DR.

FENTON, MO 63026

(6s6) 343-6006

(636) 34s-6051 FAX

BALLABS REPORT NO. z 2O797.O I DATE: 05/02/79
PREPARED FOR: H.E. ?IILLIA!{S, INC - CARTHAGE, MO

ESCRIPTION: 2-L92 LED 22"ARR;LYS EACH ON ALtM HEATSINK 2AxLA"HIGHBAY
LITMTNATRE w/Cl,SAR ACRYLTC LENSES O\IER LEDS & CENTER DRr\rER
rrousrNc 2-ADVAIiICE #Xr095C27 5VO54BSF1 G 1550nA

CATALOG NO. : GP2-L150 / 84O-W-CL-DrM-IINV
LED : t'lADE #10560120

LMSo Test Ref: SEOUL SEMTCONDUCTOR # r-150529-25-K-04

ROOM AI.{BIENT
LED DRr\rER #1 TMPps

LED DRr\ZER #1 rMPps
LED1 ARRAY #1 LED#145
LED2 ARRJLY #1 LED#174
LED3 ARRAY #2 LED#145
LED4 ARRAY #2 LED#L1 4

(DEGREES C)

25.O
39 .4
38.5
62.1
s9.1
63 .4
6L.7

NV[AgI
N\rLAP LAB Code 2O92L-O

IN-SITU TEMPER.;ATT'RE MEASUREMENT

Tested in Accordance with Standard UL1598-2008

ELECTRICAL CHARACTERISTICS

VOLT AI{PS WATTS PF THDv THDi

INPUT LINE : L20.01 t.!325 135.31 . 9956 .2150 7 .5301
DRI\ZER 1 LOAD : 34.186 1.7355 59.328 1.000
DRI\ZER 2 LOAD z 34 .L75 t .7 444 59 . 618 1 . 000

TEMPERATURES:

rc#1
TC#2
rc#3
rc#4
rc#5
TC#6
TC#7

Location of led array & driver thermocouples determined per LM80 data &

manufacturer's specifications. AJ.J- thermocouples attached per tIL1598.
Temperatures are offset to 25 deg C ambient as described in UL1598.

THIS BA],I.ABS REPORT VIITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS
CLIENT TO CI,AIM PRODUCT CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVI,AP/ NIST,
OR A!{Y AGENCY OF THE FEDER;LL GO\IERNMENT.
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BALLABS REPORT NO.  :  20797.0 I                         DATE: 05/02/19 

PREPARED FOR: H.E. WILLIAMS, INC – CARTHAGE, MO 

ESCRIPTION:  2-192 LED 22”ARRAYS EACH ON ALUM HEATSINK 24x14”HIGHBAY 

             LUMINAIRE w/CLEAR ACRYLIC LENSES OVER LEDS & CENTER DRIVER  

             HOUSING  2-ADVANCE #XI095C275V054BSF1 @ 1550mA 

CATALOG NO.: GP2-L150/840-W-CL-DIM-UNV 

LED        : MADE #10560120 

 

IN-SITU TEMPERATURE MEASUREMENT 
                 LED Thermocouple Locations Photographs 
 

 
 

 

 

                                  

                    

 

     TC#4            TC#5            TC#6            TC#7        Typical LED    
Array1 #145      Array1 #174      Array #145     Array #174      TC Location 

                                            Bottom View of Fixture  

                                               TC4       TC5 
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                   Driver#1                                       Driver#2    

                   TMPps-On Side                                   TMPps-On Side     
  

 Driver#1    

TMPps-On Side                 
(Typical)          Array #2 
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