1618 HEADLAND DR.

FENTON, MO 63026 (/7 \)

Buowe Acoustics & LiGhTiNG LABORATORIES, INC. PR A0

BALLABS CERTIFIED TEST REPORT NO.: 20132.0 DATE 12/01/17
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: 2-56 LED 22"ARRAYS 4'RECESSED PERIMETER CONTINUOUS PX
WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE #XI054C150V054BST1 @ 800mA
CATALOG NBR: PXF-62-03'08-L10/835-W-D-LCAP/RCAP-DIM-UNV
LAMP TYPE : HLM2256 5630 REV A #10560227

0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

FOB e OO
‘ : fffw AT _?Jm___w :
Cfiss—--—-as|...
-8@ “Af:j R 34 s8] . '8@
g ?E]
-6 e
5p =
—4p C T 4
-30 BN . 30
-l 4 1o
\
1Y)
TESTING
NVLAP LAB CODE 200921-0
LUMEN SUMMARY

ZONE LUMENS $LAMP SFIXT ZONE LUMENS $LAMP SFIXT
0- 30 1598. NA. 39.8 90-120 0. NA. .0
0- 40 2422. NA. 60.3 90-130 0. NA. .0
0- 60 3594. NA. 89.5 90-150 0. NA. .0
0- 90 4018. NA. 100.0 90-180 0. NA. .0
TOTAL LUMINAIRE = 0-180 4018. NA. 100.0

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.

Page 1 of 4

ui
£
[~
W=
=
he
wo
i
wif
fa
=8
rw
i
b
wo
z
Il
wg
Qo
(1)
Il.':
=0
e
Oou
Fa
(=) 'S
w
Ef
sI
55
Dyi
I
wh
e
we
Iw
Fw
6o
OD.
[
Qe
Zo
o
kg
=z
o
"o



BALLABS CERTIFIED TEST REPORT NO.:

PREPARED FOR: H.E. WILLIAMS,
DESCRIPTION:

CATALOG NBR:

LAMP TYPE

VERT

10
15
20
25
30
35
40
45
50
55
60
65
70
75
80
85
90

2171.
2204.
2187.
2101.
1930.
1705.
1469.
1265.
1097.
948.
806.
641.
452.
277.
169.
109.
53.
12.

USE

22.

2171.
2168.
2141.
2059.
1914.
1717.
1518.
1323.
1132,

828.
717.

374.
189.
110.
57.
12.

.500 FT. AS LENGTH AND 3.708 FT. AS WIDTH

INC -

20132.0
CARTHAGE, MO

DATE 12/01/17

2-56 LED 22"ARRAYS 4'RECESSED PERIMETER CONTINUOUS PX

WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE #XI054C150V054BST1 @ 800mA
PXF-62-03'08-1L10/835-W-D-LCAP/RCAP-DIM-UNV

HLM2256 5630 REV A #10560227

45.

2171.
2170.
2158.
2104.
2001.
1868.
1710.
1493.
1278.
1080.
912,
774.
659.
537.
319.
143.
70.
17.

CANDLEPOWER DISTRIBUTION
DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

67.

2171.
2166.
2161.
2124.
2057.
1951.
1826.
1666.
1462.
1251.
1042.
846.
680.
538.
401.
261.
82,
14.

HORIZONTAL
90.0 112.5
2171, 2171.
2164. 2195.
2149. 2170.
2112. 2109.
2043. 2000.
1944. 1878.
1812. 1723.
1652, 1537.
1450. 1323.
1235. 1056.
1032, 779.
829. 531.
623. 334.
451. 180.
295. 66.
166. 37.
80. 30.
21. 12.
2. 4.

135.0
2171.
2170.
2121.
2030.
1874.
1674.
1417.
1134.

504,
314.
187.
93.
61.
57.
53.
39.
23,
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157.5
2171.
2143.
2062.
1942,
1721.
l428.
1103,
723.
436.
265.
153.
78.
69.
67.
62.
53.
33.
14.

180.0
2171.
2138.
2055.
1936.
1722,
1408.
1027.
613.
366.
211.
112,
70.
67.
64.
61.
47.
30.
10.

FRONT

103.4

296.4

424.5

469.5

429.3

350.6

226.2

98.2

LUMENS
BACK

103.5

287.0

382.6

355.0

255.8

136.5

61.3

23.7

TOTAL

206.9

583.4

807.1

685.0

487.1

287.5

121.8

14.3



BALLABS CERTIFIED TEST REPORT NO.: 20132.0 DATE 12/01/17
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: 2-56 LED 22"ARRAYS 4'RECESSED PERIMETER CONTINUOUS PX
WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE #XI054C150V054BST1 @ 800mA
CATALOG NBR: PXF-62-03'08-L10/835-W-D-LCAP/RCAP-DIM-UNV

LAMP TYPE : HLM2256 5630 REV A #10560227

ZONAIL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10
WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10
RCR
0 1.19 1.19 1.19 1.19 1.16 1.16 1.16 1.16 1.11 1.11 1.11 1.06 1.06 1.06 1.02 1.02 1.02
1 1.12 1.08 1.05 1.02 1.09 1.06 1.03 1.00 1.02 .99 .97 .98 .96 .94 .94 .93 .91
2 1.04 .97 .92 .88 1.01 .96 .91 .87 .92 .88 .85 .89 .86 .83 .86 .83 .81
3 .97 .88 .82 .76 .94 .87 .81 .76 .84 .79 .74 .81 .77 .73 .79 .75 .72
4 .90 .80 .73 .67 .88 .79 .72 .67 .76 .70 .66 .74 .69 .65 .72 .68 .64
5 .83 .72 .64 .59 .81 .71 .64 .58 .69 .63 .58 .67 .62 .57 .65 .61 .57
6 .77 .66 .58 .52 .75 .65 .57 .52 .63 .56 .52 .61 .56 .51 .60 .55 .51
7 .72 .60 .52 .47 .70 .59 .52 .46 .57 .51 .46 .56 .50 .46 .55 .50 .45
8 .66 .54 .47 .41 .65 .54 .46 .41 .52 .46 .41 .51 .45 .41 .50 .44 .40
9 .61 .49 .42 .36 .60 .49 .41 .36 .47 .41 .36 .46 .40 .36 .45 .40 .36
10 .57 .45 .38 .33 .56 .44 .37 .33 .43 .37 .32 .42 .37 .32 .42 .36 .32

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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.00

.00
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.49

.44
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.34
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BALLABS CERTIFIED TEST REPORT NO.: . 20132.0 DATE 12/01/17
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: 2-56 LED 22"ARRAYS 4'RECESSED PERIMETER CONTINUOUS PX
WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE #XI054C150V054BST1 @ 800mA
CATALOG NBR: PXF-62-03'08-L10/835-W-D-LCAP/RCAP-DIM-UNV
LAMP TYPE : HLM2256 5630 REV A #10560227

Ak khkhkhkhhhhhhhkhkhhhdhhdhhkhhrhhrhhdhkhhrhdhkhhhkhhrhhhhkkkkhhbdkhkhhkkhkhdh*
ELECTRICAL CHARACTERISTICS 120.01V .3122A 37.2510W
LUMINOUS EFFICACY (LUMENS / WATTS) = 107.9

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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